
Standard Features

• Light weight saves on installation time and cost

• Lower power needs = longer life and lower utility bills

• Digital PureColor™ processing

• MEDIAMaster Live software lets you run the show from
the web

• Secure one-piece sealed case design

• Embedded PC with Ethernet connectivity

• Ethernet, DSL or cable modem

• Peace-of-Mind 5-year factory parts warranty

Billboard Series

| MEDIAMaster™ 20mm Billboard Series |

The MEDIAMaster™ Billboard series is designed to deliver the ultimate outdoor
advertising experience. Brilliant image quality, highest resolution, and the latest
graphic capabilities make your business the talk of the town. Light weight, low
power, and easy installation mean good news for your operations budget. Add in
more quality features like a weather-beating, secure one-piece sealed case design,
industry-leading delivery schedules, and turnkey management of installation - and
Adaptive makes it a quick and easy decision for you to do digital!

The Digital Revolution – Don’t even consider investing in old analog VGA processing or VGA converter systems like our
competitors use. The forward-thinking engineering behind MEDIAMasters’s advanced architecture provides fast DVI
connectivity, pure image transmissions without analog loss, and huge file display processing. Our low-cost yet powerful
controller, industry-standard Ethernet connectivity, and user-friendly MEDIAMaster™ Live software let you run the show with 21st
century convenience.

Maintenance Free – Rain, dust, salt, searing heat and frigid winds: whatever nature deals out, Adaptive’s own Protector™
sealed case will guard your investment. Our technology runs efficiently, which means no vents to clear and no filters to
change – and more savings for you in up keep and longevity.

• Flexible – Modular design allows for quick response and on-time delivery to meet production needs to support a
variety of industry standard billboard sizes

• Powerful – Visible from 85’ to over 1500’; high resolution fits any arterial or highway need
• Efficient – Energy-smart LED technology lets you save green by being green!
• Profitable – Studies prove that no other out-of-home medium provides a faster ROI through increased sales and profits
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MEDIAMaster™ 20mm Billboard Series Specifications

www.adaptivedisplays.com

144 432 9' 5.4'' x 28' 4.2'' 10' x 28.5' 28 / 69 amps 2,800 lbs.

144 448 9' 5.4'' x 29' 4.8'' 10' x 30' 29 / 72 amps 2,900 lbs.

144 528 9' 5.4'' x 34' 7.8'' 10.5' x 36' 33 / 85 amps 3,400 lbs.

160 336 10' 6.0'' x 22' .6'' 11' x 22' 25 / 61 amps 2,500 lbs.

176 352 11' 6.6'' x 23' 1.2'' 12' x 24' 28 / 69 amps

2,700 lbs.
160 592 10' 6'' x 38' 10.1'' 12' x 40' 40 / 106 amps

176 608 11' 6.6'' x 39' 10.8'' 12' x 40' 45 / 119 amps

176 736 11' 6.6'' x 48' 8.8'' 12' x 48.5' 54 / 144 amps 5,600 lbs.

208 720 13' 7.8'' x 47' 9.6'' 14' x 48' 64 / 167 amps 6,400 lbs.

20mm Series

LED Pixel: 20mm / .79 inch pitch
1 Red / 1 Green / 1 Blue LED 

LED Color: Base capability of 16.7 million colors 

Dimming: 5% - 100%

Operating Temperature: -22˚ to 122˚F / -30˚ to 50˚C

Viewability & Intensity: Optimized to AMSI v.1.0 output/efficiency
balance standard

Contrast ratio: ≥ 5.0 in full sunlight at 60,000
Lux (CRF 5.42)

Reflectivity: <2.1% @ 6,500 Nits (Max)

Viewing angle: 160˚ horizontal/60˚ vertical

Controller: Embedded PC, DVI link to the sign monitor

Connectivity to Controller: Ethernet, and DSL or cable modem (third 
party requirement)

Service Access: Front access door opens to enable access to
all internal components. Display drivers 
(16 x 16) are removable without opening the
front access door

Enclosure Rating: UL50 Type 3R, IP24 aluminum cabinet

Mounting: 4 Mounting configurations available
(consult factory for details)

Special Features: External temperature probe

DVI monitor architecture

Protector™ case – enclosure design 
eliminates external contamination by rain, 
salt fog or dust and reflects solar radiation.

Conformal coated electronics seals out 
condensation/moisture penetration

Automatic thermal protection for all electronics

Filtering Maintenance: Not required, no external vents

Limited Warranty: Five-year factory parts sign warranty. 
Third party supplied devices such as 
modems, wireless devices, carry a warranty 
respective of the supplier. See Adaptive Terms
& Conditions for complete warranty details.

Agency Approvals: Complies to ANSI/UL 48

Options: Camera
External control cabinet
Spare parts kit
External temperature probe

NOTE: Approximate dimensions, power and weight, due to continuing product innovations, all specifications are subject to change without notice.

*Nominal amperage rating reflects normal operating loads.
More sizes available – Consult Factory or your Adaptive dealer or representative for architectural/engineering drawings before beginning your project design.

2,800 lbs.

4,200 lbs.

4,700 lbs.

Total AC Current Amps
Display Area Case Dimensions 230 VAC Single Phase Weight

Rows Columns H X W H X W (nominal* / maximum) (sign with hooks)

Industry Standard
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MEDIAMaster™ 23mm Billboard Series Specifications
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23mm Series

NOTE: Approximate dimensions, power and weight, due to continuing product innovations, all specifications are subject to change without notice.

*Nominal amperage rating reflects normal operating loads.  
More sizes available – Consult Factory or your Adaptive dealer or representative for architectural/engineering drawings before beginning your project design.

128 384 9' 7.9'' x 28' 11.7'' 10' x 28.6' 30 / 75 amps 2,900 lbs.
128 440 9' 7.9'' x 30' 2.2'' 10' x 30' 31 / 79 amps 3,000 lbs.
128 464 9' 7.9'' x 35' .2'' 10.5' x 36' 35 / 91 amps 3,500 lbs.

144 288 10' 10.4'' x 21' 8.8'' 11' x 22' 26 / 64 amps 2,500 lbs.
144 304 10' 10.4'' x 22' 11.3'' 12' x 24' 27 / 67 amps
144 640 10' 10.4'' x 48' 3.5'' 12' x 48.5' 53 / 140 amps
176 624 13' 3.4'' x 47' 1.0'' 14' x 48' 64 / 167 amps

2,600 lbs.
5,200 lbs.
6,100 lbs.

Total AC Current Amps
Display Area Case Dimensions 230 VAC Single Phase Weight

Rows Columns H X W H X W (nominal* / maximum) (sign with hooks)

Industry Standard

LED Pixel: 23mm / .90 inch pitch
1 Red / 1 Green / 1 Blue LED 

LED Color: Base capability of 16.7 million colors

Dimming: 10% - 100%

Operating Temperature: -22˚ to 122˚F / -30˚ to 50˚C

Viewability & Intensity: Optimized to AMSI v.1.0 output/efficiency
balance standard

Contrast ratio: ≥ 5.0 in full sunlight at 60,000
Lux (CRF 5.42)

Reflectivity: <2.1% @ 6,500 Nits (Max)

Viewing angle: 160˚ horizontal/60˚ vertical

Controller: Embedded PC, DVI link to the sign monitor

Connectivity to Controller: Ethernet, and DSL or cable modem (third 
party requirement)

Service Access: Front access door opens to enable access to
all internal components. Display drivers 
(16 x 16) are removable without opening the
front access door

Enclosure Rating: UL50 Type 3R, IP24 aluminum cabinet

Mounting: 4 mounting configurations available
(consult factory for details)

Special Features: External temperature probe

DVI monitor architecture

Protector™ case – enclosure design 
eliminates external contamination by rain, 
salt fog or dust and reflects solar radiation.

Conformal coated electronics seals out 
condensation/moisture penetration

Automatic thermal protection for all electronics

Filtering Maintenance: Not required, no external vents

Limited Warranty: Five-year factory parts sign warranty. 
Third party supplied devices such as 
modems, wireless devices, carry a warranty 
respective of the supplier. See Adaptive Terms
& Conditions for complete warranty details.

Options: Camera
External control cabinet
Spare parts kit
External temperature probe

 


